
3100 PROFESSIONAL  
HAND CRANK SPREADER

Advanced Seed

3-9 Carawa Drive Reservoir VIC 3073   T (03) 9462 0340   F (03) 9462 0275   E sales@adseed.com.au

For more information or the name of your nearest distributor call Advanced Seed or visit www.adseed.com.au

With the EV-N-SPRED® PRO Dual Port Adjustable Shut-Off 

System, the user can infinitely balance the spread pattern 

based on material size, weight, and flight characteristics, 

and the Super-duty high-speed gearbox, spread widths of 

4.5m are common. 

Epoxy powder coated tubular steel chassis with integrated 

stand, wide comfortable carrying straps; the 3100 is a  

perfect choice.

Features

• 18kg Hopper capacity  

– rustproof poly construction 

• Super-duty high-speed gearbox 

• Epoxy Powder Coated Chassis 

• EV-N-SPRED® PRO Dual Port  

Adjustable Shut-Off System 

• Heavy-duty Rain Cover - #77000 

• Rate Calculation Matrix included 

• 5-Year Limited Warranty 

The 3100 Professional Hand Crank spreader is your 

ideal broadcast spreader when you need to spread 

granular material in wet areas, over uneven terrain, or 

in places a push spread could not go.




