
 

Easy to use Hippo 
irrigation clamps

STAINLESS STEEL 
IRRIGATION CLAMPS BY 

ORDER TODAY

TOUGH GRIP

ORDERING INFORMATION
Material Description Pack size

 101HIP12 Toro Hippo Clamp 
12.0 - 13.0mm - Blue 

100

 101HIP14 Toro Hippo Clamp 
14.5 - 16.0mm - Red 

100

 101HIP15 Toro Hippo Clamp 
15.0 - 16.5mm - Gold 

100

 101HIP16 Toro Hippo Clamp 
16.5 - 18.0mm - Green 

100

 101HIP17 Toro Hippo Clamp 
17.0 - 18.5mm - Purple 

100

 101HIP18 Toro Hippo Clamp 
18.0 - 19.5mm - Blue 

100

 101HIP19 Toro Hippo Clamp 
19.5 - 20.5mm - Red 

100

 101HIP20 Toro Hippo Clamp 
20.0 - 22.0mm - Purple 

100

Material Description Pack size

 101HIP21 Toro Hippo Clamp 
21.5 - 22.5mm - Blue 

100

 101HIP22 Toro Hippo Clamp 
22.0 - 23.0mm - Gold 

100

 101HIP23 Toro Hippo Clamp 
23.0 - 23.5mm - Green 

50

 101HIP26 Toro Hippo Clamp 
26.5 - 28.0mm - Purple 

50

 101HIP27 Toro Hippo Clamp 
27.0 - 28.0mm - Red 

50

 101HIP28 Toro Hippo Clamp 
28.5 - 30.0mm - Gold 

50

 101HIP36 Toro Hippo Clamp 
35.0 - 36.0mm - Green 

50

101HIPTOOL Toro Hippo Clamp Tool 1

hippoclamps.com.au

REQUEST A FREE SAMPLE
If you’d like to request a sample simply 

visit our website to request a free sample.

WHERE TO BUY
To locate your nearest 
Hippo clamp stockist visit 
hippoclamps.com.au or contact a 
customer service representative.

MEET THE HIPPO
Our Hippo trailer will be roaming 
across Australia giving you a chance 
to test out the Hippo Clamp and 
Hippo Clamp Tool yourself. 

For more information 
visit hippoclamps.com.au 
or contact customer 
service on 1300 130 898
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HIPPO CLAMPS

Hippo Clamps are manufactured to the 
highest standards, ensuring you’ll get 
the best result every time. Developed by 
the trusted experts at Toro, the specially 
designed Hippo Clamp range has been UV 
stabilised and is corrosion resistant which 
provides a fast and secure, long lasting 
clamping solution for irrigation systems.

Hippo Clamps are colour-coded and 
packaged in clear resealable bags 
for quick and easy identifi cation on shelf 
and during installation.

Secure latch system - 
uniquely designed retainer 

for a positive lock

Tight fi tting band - 
provides maximum hold

One-hand 
installation

and removal

Smooth edges to 
prevent tube/fi tting 
damage

Made from quality 
stainless steel

Designed & 
manufactured to 
clamp tight, fi rst 
time, every time

WHY CHOOSE HIPPO CLAMPS?
Quality Irrigation Clamps
With over 40 years of experience 
in the fi eld you can count on Toro 
to provide quality clamping 
products that are guaranteed 
to last.

Fully Colour-Coded Design
Each Hippo Clamp is uniquely 
colour-coded for quick and easy 
identifi cation. The extensive range 
fi ts all popular LD Poly and Drip 
Tube sizes to provide a secure 
and accurate fi t across a variety 
of installations.

Secure Latch System
Hippo’s unique retainer is designed 
to provide a secure lock every time.
To lock the Hippo Clamp simply use 
the Hippo Clamp Tool to “click” 
the latch over the retainer.

THE HIPPO CLAMP TOOL
The Hippo Clamp Tool is designed for quick and easy 
fi tting or removal of Hippo Clamps. Its specifi cally designed 
jaws and spring-loaded mechanism allow for quick and 
easy one-handed operation.

Suits all Toro   
Hippo Clamp   
sizes

Made from chrome  
and treated   
alloy steel

Ergonomically
designed

Specially designed 
jaws allow for quick 
installation and 
removal

Spring-loaded, 
one-handed 
operation

Ideal for domestic, 
commercial 

and agricultural 
installations

STAINLESS STEEL 
IRRIGATION CLAMPS BY 
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Rotate the Hippo Clamp Tool 
and apply the upper jaw (3) 
 to the retainer (1) and lower 
jaw (4) to the latch (2) on the 
Hippo Clamp.

Squeeze the handles of the 
Hippo Clamp Tool together 
slowly until the latch ‘unlocks’ 
from the retainer. Release 
the Hippo Clamp Tool and 
remove.

3

TO REMOVE

INSTALLATION & REMOVAL
1. Retainer   2. Latch   3. Upper Jaw   4. Lower Jaw

TO INSTALL

1

2

3

4

Slide Hippo Clamp over tube  & 
into position. Apply lower jaw 
(4) of Hippo Clamp Tool to the 
retainer (1) and upper jaw (3) 
to the latch (2) on the  Hippo 
Clamp.

Squeeze the handles of the 
Hippo Clamp Tool together 
until the latch ‘locks’ over the 
retainer. Release the Hippo 
Clamp Tool and remove.

Hippo Clamp
10mm LDPE 101HIP12

13mm LDPE 101HIP14

19mm LDPE 101HIP20

25mm LDPE 101HIP27

32mm LDPE 101HIP36

Hippo Clamp
13mm Drip-Eze 101HIP14

13mm Rootguard 101HIP14

13mm O.D. Tube 101HIP14

16mm Drip In 101HIP15

16mm O.D. Tube 101HIP15

15.4mm Dripmaxx 101HIP16

19mm Dripmaxx 101HIP19

20mm Drip In 101HIP19

20mm O.D. Tube 101HIP19

20.8mm Dripmaxx 101HIP22

23mm O.D. Tube 101HIP22

25mm Dripmaxx 101HIP26

27mm O.D. Tube 101HIP27
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Also suits other branded drip tube. 
Ask your Territory Manager for more details or visit hippoclamps.com.au


