
Aqualux LED Globes

A complete range designed for landscape lighting

AGL-250-30X38

AGL-250-RDX38 AGL-250-AMX38

AGL-250-55X30

AGL-250-GNX38

AGL-250-30X10

AGL-250-BUX38

3000K / 38° / 250LM / 4W

RED 627NM / 38° / 4W AMBER 590NM / 38° / 250LM / 4W

5500K / 38° / 250LM / 4W

GREEN 530NM / 38° / 4W

3000K / 10° / 235LM / 4W

BLUE 470NM / 38° / 4W

Features

Product Codes

NEW

sales@aqualux.com.au / 1300-662-644 220615-1

New Code CCT / Color Flux Power Previous Code

AGL-250-30X38 3000K 250lm 4W AGL-MR16-LED-4W-WW
AGL-250-55X38 5500K 250lm 4W AGL-MR16-LED-4W-CW
AGL-250-30X10 3000K 235lm 4W -
AGL-250-RDX38 Red / 627nm - 4W AGL-MR16-LED-4W-RD
AGL-250-GNX38 Green / 530nm - 4W AGL-MR16-LED-4W-GN
AGL-250-BUX38 Blue / 470nm - 4W AGL-MR16-LED-4W-BU
AGL-250-AMX38 Amber / 590nm - 4W AGL-MR16-LED-4W-AM

- True MR16 GX5.3 Form, Fits most MR16 / GX5.3 Luminaires.

- 4W High-Power LED technology, thermally optimised for enclosed fittings.

- 3000K / 5700K / Amber / Red / Green / Blue for Lighting design flexibility.

- 12 ~ 24V AC/DC MultiVoltage™ for ultimate installation flexability.

- New ultra-spot 10D model for highlighting columns, trees and features.


